
Adjustable Table Mount w/ Universal Security Holder & 
Universal Security Enclosure

PAD-VPOS2BC
INSTALLATION - MANUAL

Insert the 
appropriate foam 
piece (H) that is 
compatible with 

your tablet.

Insert tablet as shown. 
Plug in power cable to 
tablet and cable route 

through the back.

Place the appropriate 
provided tablet cover (H) to 

match your tablet.

Close the enclosure and 
lock it with the included set 

of keys (K).

INSTALLATION:

1.1. Drilling to Surface

2. Installing Enclosure Setting Up Device & Enclosure
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**Tablet shown for illustration 
and NOT INCLUDED.
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Mounting on Table Top or Wall Mounting as Table Kiosk

1.1A. Screw in base plate (C) with 
included (4) screws (G) from below 
using the allen key tool (J) as shown.

2A. Screw in the (4) screws (H) from the front through the 
enclosure and VESA, while holding the hex nuts (I) from 
behind using the allen key tool (J) until securely tightened.

1.1B. Insert the anchors (M) 
and then drill in the nails (F) to 
the mounting surface as 

1.2. Assembling Base
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1.2A. Screw in stand 
base (D) with included 
(4) screws (G) from 
below using the allen key 
tool (J) as shown.

1.2B. When adjusting 
height for the side VESA 
mount, use provided tool 
(J) and loosen screws at 
the VESA canopy. Then 
slide the VESA up or 
down to desired height 
and then rotate in screws 
tightenly afterwards until 
securely fastened.  



Setting Up Device & Tablet Holder
**Tablet shown for illustration 

and NOT INCLUDED.

1. Press and hold on the release button
to unlock the frame. Expand holder to fit your 
tablet from corner to corner.

2. Install the tablet into the holder 3. Adjust the holder to fit your tablet
and retract to securely fit around the
corners of your tablet device.

3. Installing Holder

3A. Using the provided allen key tool (J), screw in the (4) screws (H) from the front 
around the security holder (N) and hold the hex nuts (I) from behind with fingers until 
securely tightened as shown above.

**Tablet shown for illustration 
and NOT INCLUDED.
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